
Ordering Information  :  Model & Primary CT Ratio ( 30A, or 100A or 200A or 400A) 

Technical Specifications

EA-KIT-iM 1000 ( Please Specify CT Ratio Before Ordering) 1 

1 Phase, 3Phase 3Wire 2Element & 3Phase 4Wire 3Element System (user selectable)

V, A, W, Hz, PF, KWh  with 14 Electrical Values on 7 Display Pages

80 - 300V (max.) (Phase to Neutral)
PT Ratio Fully Programmable From 1.000V ~ 999KV

Supplied with 3 pcs Clamp-On CT©s (Red, Yellow, Blue)
of Fixed Range ie 30A or 100A or 200A or 400A  with 120% Overload Capacity 

Direct Plug and Use ( No Programing required ) 

            80-300 AC  ( Internal Power Supply ) 

No Configuration required ( Plug & Play Type ) 

2 Function Keys to Scroll through Display Pages
and for Programming Parameters

Simultaneous Display of 1 Parameters, 4 Digits Resolution, 0.50" / 10.8mm Digit Height
0000 ~ 9999 Counts & 0000 0000 ~ 9999 9999 (Energy)

RS-485 Port, 5KV Isolated, MODBUS-RTU Protocol

EM PowerSoftware

Voltage(4) : 1 Meter Cable with 4 mm  Crocodile Clip, Current(6 )  : 1.5 Meter Cable with 4 mm Banana Jack

4 pcs Voltage Probes (R, Y, B, Black, One Side Banana / One Side Crocodile, 2m each),
6 pcs Current Lead Wires (R, Y, B & 3 x Black, One Side Banana / One Side "U", 2m each),

RS-485 Communication Port, Instruction Manual

Model

System

Measures

Voltage Input Direct
Thru. PT

Current Input Direct Secondary ! !                                         Only Through Clamp CT©s. 
Primary Ratio 

Aux Supply for Kit ( V)  

Programmable Parameters

Key Pad

Display

Serial Communication

Software Support

Other Specifications

Input Terminals

Accessories
(Standard)

Accessories
(Optional)

Features
l More than 20 Electrical Parameters on 7 display pages
l 1 Phase, 3 Phase 3 Wire / 3 Phase 4 Wire (User Selectable)
l Complete with Standard Accessories
l CT Ratio ( Fixed ) 30A, 100A, 200A & 400A 
l Coloured Input Terminals for Phase Identification
l Software Support for Datalogging, Tabulation & Graphs
Applications
l Energy Audit  l   Appliance Testing  l   Testing LV Power Distribution Switchboards  l   QC Testing  l   Studying Energy Exchange Points
l   Building Management Systems  l   Power Management  l   Generator /  Motor Characteristics  l   Plant Maintenance  l   Datalogging

     Portable Energy Auditor Kit 

Accessories

Carrying Bag Clamp - On CT©s
Instruction Manual &

Software CD (Optional)
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l Clamp-On CT©s for Current Input
l TRMS Measurement
l Full Annunciators on Display
l Rugged & Portable Casing
l RS 485 Port, 5kV Isolated Port (Standard)
l

Voltage Prob e

RS 485/232
Converter

(Optional)

EA-KIT - iM 100018 months
Warranty

(Optional)

Accuracy Class 1.0 I EC 61036 / CBI P 88 (0.5, 0.2 Opt ion)

Please specify CT Ratio required as per your requirement ( Meter & CT are Callibrated Together for Higher Accurecy)

Portable Case, Software & RS 485 to RS 232 Converter 


